
BULK PRESSURE WASH HOSE (PW2 HOSE) 
Applications: (PW2) is a one wire construction, black covered hose. (also available in blue) Its’ tube is specially for-
mulated to handle high pressure water.  Suitable for pressures up to 4000 P.S.I., at +70°F,(+21°C), or temperatures up to
+250°F,(+121°C) at lower pressures.

(PW3) is a one wire construction hose with a special Blue non-marking smooth
cover. Suitable for pressures up to 4000 P.S.I., at +70°F,(+21°C), or temperatures
up to +275°F,(+135°C)

* Any increase in temp. up to a maximum of 275°F will lower the working pres-
sure considerably. For more than Intermittent applications in this environment

(275°F Max) we recommend our PW5 High Temp Non Marking Hose.

(PW4) is a two wire construction, grey wrapped cover hose.  Suitable for pressures
up to 6000 P.S.I., at +70°F,(+21°C) or temperatures up to +250°F,(+121°C), at lower
pressures.

Heat-Star-Combo (PW5) is a one wire construction, Red non-marking heat resistant
smooth cover, dual purpose hose. This hose will handle steam up to
+325°F,(+163°C) at 350 P.S.I. and hot water to +250°F,(+121°C) at 3000 P.S.I. 

BLACK COVER (4000 P.S.I.)

BLUE NON-MARKING COVER

GREY COVER (6000 P.S.I.)

RED NON-MARKING HIGH-TEMP. (3000 P.S.I.)

(PW6) Yellow oil and fat resistant (RMA CLASS A) special synthetic rubber covered
hose providing superior strength, flexibility, abrasion resistance and long service life.
One high tensile steel wire braid. Suitable for pressures up to 4000 P.S.I., at +70°F,
(+21°C), or temperatures up to +250°F,(+121°C) at lower pressures.

PREVAILERTM YELLOW COVER (4000 P.S.I.)

NOTE:  Any ambient or internal increase in temperature will lower the above listed working pressures.

NOTE: The outer cover of PW5 hose must be skived (removed) before attaching over the
wire crimp ends.

Actual Maximum Approximate
Inside Working Weight Reel

Diameter Pressure Per Foot Length
PART No. Color (IN.) (P.S.I) (LBS.) (FT.)
PW2-6-REEL Black 3/8 4000 .23 300
PW2-6BLU-REEL Blue 3/8 4000 .23 300
PW2-6GRY-REEL Grey 3/8 4000 .23 300
PW3-4-REEL Blue 1/4 3000 .15 300
PW3-6-REEL Blue 3/8 4000 .25 300
PW4-6-REEL Grey 3/8 6000 .35 300
PW5-6-REEL Red 3/8 3000 .21 300
PW6-6-REEL Yellow 3/8 4000 .22 500

(PW2) is a one wire construction, wrapped black, smooth blue or wrapped grey cov-
ered hose. Its’ tube is specially formulated to handle high pressure water.  Suitable
for pressures up to 4000 P.S.I., at +70°F,(+21°C), or temperatures up to
+250°F,(+121°C) at lower pressures.


